KROMA TELECOM

B V6000 LCD MONITORSIN 847, 15", 17° & 18.1° |

The new series of Kroma LCD Monitors in 8.4" (2 units in 19” rack), 15", 17" and 18.1" TFT monitors is
designed for the reproduction of TV pictures in studios, OBs and in all other applications in the Broadcast
area where saving space and consumption is a key factor.

The 8.4” and 15” monitors have 1.024x768 TFT panels, the 17" has one of 1.280x768 pixels and the 18.1",
one of 1280x1024 pixels. All of them offer a wide range of colours (“Full Colour”) as well as an excellent
viewing angle which allows to obtain the best picture quality.

Ratio aspect can be switched to 4:3 or 16:9. LM6017 is native 16:9 while others are native 4:3.

They are provided with a DVI input for connection to a computer as well as the input of analogue components
in SD (576i & 480i) and HD (1080/50i & 1080/60i).

These monitors are controlled through a microprocessor which provides an easy operation via its keyboard on
the front panel and the OSD menu.

Among the functions of the monitors, user will find Safe Area, Blue Only, Cross Pulse, Overscan, External
Synch, Picture in Picture (PiP) and a preset with different colour temperatures (3.200& 6.500& 9.3008).

The monitor also incorporates a tricolour tally led on its front panel.
The available options (activated via password) are 2x PAL/NTSC/SECAM inputs according to UIT-RBT.470 /
SMPTE 170M, and 2xSDI / HD-SD inputs according to SMPTE 259/274/292/296, in active loop-through with

auto-detection.

The SDI options (SD and HD) allow the extraction of the embedded audio so user can output it as analogue
as well as AES EBU Digital format.

All the range of monitors can be mounted in a 19” rack or installed on a desktop adaptor.

It is powered by an external source connected to the monitor with a twisted connector which avoids accidental
disconnections in dynamic environments.

They can be remotely controlled.

Those monitors have a response time of 10 ms, a critical parameters with fast camera movements, so user
will find no delay or halo effect.
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Specifications subject to change without prior notice

/10 ; 2x PAL/NTSC (UIT R-BT470/ SMPTE 170M)
/0 ; 2xSDI SD with loop and audio de-embedding (SMPTE 259/259M-C)
/0 ; 2xSDI HD with loop and audio de-embedding (SMPTE 292/296M/274M)
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